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LIMOUSINE INSPECTION FORM

(Up to 15 passengers, including driver.)
Detailed inspection information located at www.michigan.gov/busandlimo

Clear Form
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MDOT Commercial Vehicle Inspection Manual

CARRIER INFORMATION - TO BE COMPLETED BY THE CARRIER

CARRIER NAME:

INSPECTION DATE:

CARRIER ADDRESS:

VEHICLE INFORMATION — ALL INFORMATION BELOW TO BE COMPLETED BY A CERTIFIED MECHANIC

FLEET NO: MAKE: MODEL: YEAR:
COLOR: LICENSE PLATE NO: VIN#:
DRIVERS COMPARTMENT & EMERGENCY EQUIPMENT — CHECK PASS OR FAIL BOX
Pass | Fail Pass | Fail
Driver’s seatbelt Mirrors secured & operable
Horn operable Heater & defroster operable
Steering wheel (secured — no excessive lash) Brake warning devices operable
Accelerator, clutch, brake pedals ABS indicator light operable — no faults
Windshield — no damage Fire extinguisher secured
Wipers & Fluid operable Triangle — 3 operable
PASSENGER COMPARTMENT EXTERIOR

Seating capacity. (14 inches = 1 seat)

Vehicle markings — 8 pass and up must have company lettering

Flooring —no holes

Lighting, reflectors, markers & turn signals operable

Seating — secured and safe

Tires Steering Tread = min 4/32”, others min = 2/32”

Doors operable

Wheels, lugs & studs — no cracks or damage

Windows operable

Tire weight rating checked

Emergency exits - modified vehicles must have emergency exits at both ends of the passenger compartment

ENGINE COMPARTMENT

UNDERBODY

Lines, hoses, cables — not frayed or stripped

Steering system (no contact, turn lock to lock)

Engine mounts

Brakes, parking brake and lines — no leaks & operational

Fluid leaks

Frame and cross members — no holes or damage

Batteries — secured

Exhaust Gas vehicle = 6” or less from rear, Diesel 15” or less from rear

Fuel system, tank, lines and fuel cap (tight &
secured)

Suspension — no loose components

All positive “+” terminals are covered

10K GVWR + needs shaft guard (check pass if vehicle is under 10k)

REPAIR FACILITY

Completion of the information is required by Public Act 271 of 1990. The undersigned hereby certifies that a mechanic with a valid Michigan
license that meets the minimum requirements contained within Michigan State Law MCL 257.1301, titled the “Motor Vehicle Service and Repair
Act” has inspected this vehicle. The undersigned also assumes all liability regarding the conformance of the inspection to the Michigan
Department of Transportation’s Commercial Vehicle Inspection Manual and the Federal Motor Carrier’s Safety Regulation.
www.michigan.gov/busandlimo

Mechanic — | hereby certify

this report is complete and

accurate PRINTED NAME:

MECHANIC LICENSE #

REPAIR FACILITY NUMBER
F

Carrier — | have read and

received a copy of this
report

PRINTED NAME:

DATE

REPAIR FACILITY NAME

All items must be checked “PASS” before sending to MDOT.
It is illegal to operate a vehicle with an expired inspection decal.
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CARRIER AND INSPECTION FACILITY INSTRUCTIONS

Inspection Form Instructions:

1. Perform vehicle inspection.

2. Check either “Pass” or “Fail” for each item.
If there are no “Fail” items.
i. Ensure Repair Facility section of the form is complete.
ii. Carrier - send 1 copy to MDOT — email address below.
iii. Carrier —keep 1 copy available.
iv. Inspection Facility — keep 1 copy for 24 months.

Only passing inspections accepted by MDOT. If the vehicle fails, make repairs until vehicle inspection passes.

Vehicle Inspection Manual Information:

Detailed inspection information for each item can be found at www.michigan.gov/busandlimo under Guidance
Documents, Vehicle Inspection Manual. The mechanic and repair facility are responsible to ensure the
inspection’s conformity to this manual.

Michigan Mechanic Certification Requirements:

Mechanic Certification requirements as stated in MCL 257.1301 — Motor Vehicle Safety and Repair Act.
Vehicles less than 10,000 GVWR Vehicles more than 10,000 GVWR
AUTO — Brakes & Braking Systems HDT — Drive Train

AUTO - Front End, Suspension & Steering Systems HDT — Brakes & Braking System

HDT — Suspension & Steering

MDOT Contact Information:

Carriers A-K Carriers L-Z Mailing Address
Robbie Smith Michelle Weber- Currie Michigan Department of Transportation
517-241-0679 517-241-0680 Bus and Limousine Regulatory Unit B-425
517-241-0127 (fax) 517-241-0127 (Fax) P.0. Box 30050
Smithr@michigan.gov WeberM3@michigan.gov Lansing, M1 48909
www.michigan.gov/busandlimo
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